Dust and sawdust extractors

Advantages and common features in dust and sawdust extractors

- all-metal, robust design

- high quality of materials used

- economical motors

- units FT 100 through FT 202 are fitted with wheels for ease of handling

- reliability and long life

- high quality balanced rotors

- good ratio of output to purchase price

- "Ex"-certified — suitable for extraction of flammable industrial dust of St1 volatility class (Zone 21)
and installation in environments of maximum classification of Zone 22.
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FT 100

4] A solid base

a Inlet diameter 100 mm
| Suctoncapacity (max) 950 mh
 Arfowspeed (max) Nmis
" Fiteringarea  14m
Wastebagvoume 1001
Powerinput R

FT 100 PLAST

Professional attitude toward your hobby

Inlet diameter 90 mm
Sucion capacily (max)  s00mh
 Airfowspeed max) wms
.
" Wastebagvolume s
CRCNREINBH e 0,37 kW

Dust and sawdust extractors | F1 100, FT 100 Flast




FT 200

For a good start to your business

Inlet dlameter 125 mm
Suction capaclty (max ) 1560 m‘/h

Air ﬂow speed (max ) 35 mls
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Waste bag volume 140 |
”Powerlnpiai 1‘1 kW 5

oo
For higher performance
Inlet diameter 150 mm
Suction capacnty (max.) 1760 m’lh
Air flow speed (max.) 28 mfs
-Flltering gL o 28 ;n’ 5
Wastebagvolume 2801
CPowerinput  A1kw
FT 200 P, FT 202 P - with filter V 15 (filtering area FT 200 = 9 m? FT 202 = 18 m?)
FT 200 Ex, FT 202 Ex-suitable for extraction of flammable industrial dust of St1 volatility class (Zone 21)
and installation in environments of maximum classification of Zone 22.

Dust and sawdust extractors | FT 200, FT 202




Inlet diameter 180 mm
Suction capacity max) 3600 mth-
Airflowspeed (max) Mms
Fieringarea 96m
" Waste bagvolume a01
“Powerinput KW

|

[-Tacword | Fm

FT 302

For those who don't know
the meaning of the word "stop”

Inlet diameter 180 mm
Sucion capacity (max) 3600 m¥h-
 Airfowspeed (max) Mms
Fierngarea a9m
" Wastebagvolume a0l
Pegerm. . W

FT 302 H

Double filtration area

FT 302 Ex, FT 302 Ex H - suitable for extraction of flammable industrial dust of St1 volatility class (Zone 21)
and installation in environments of maximum classification of Zone 22.

Dust and sawdust extractors } F1 302, F7 302 H




FT 400

A reliable assistant for demanding applications

Inlet diameter 250 mm
 Suction capacily (max) 4600 m¥h
 Airfowspeed (max) Wmis
Fiteringarea om:
Wastebagvolume 6601
AR 22kW
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FT 403

1000 litres for your waste

Inlet diameter 250 mm
" Suctioncapacity (max) 5990 m¥h
Arfowspeed (max)  34mis
Fileringarea om
 Wastebagvolume 9901
Powerinput 22kW

FT 400 Ex, FT 403 Ex-suitable for extraction of ﬂammable industrial dust of St1 volatility class (Zone 21)
and installation in environments of maximum classification of Zone 22,

Dust and sawdust extractors | F1 400, FT 403
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FT 502

For the true carpenter

;P 1

s £

Inlet diameter [mm] 300 300
eSS0

Air flow speed (max.) [m/s] 32 35
" Filering aream? 2 | 18
" Wastebagvolume 660 | 1320
*Powerinputpw) HoE oy

FT 5oy
A professional

member of your
workshop

FT 502 Ex, FT 504 Ex - suitable for extraction of flammable industrial dust of St1 volatility class (Zone 21)
and installation in environments of maximum classification of Zone 22.

Dust and sawdust extractors } FT 50z, FT 504




FT100>FT 5O/ - list of optional accessories
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Dust and sawdust extractors | optional accessories
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FT 1200>FT 504 - list of spare parts and accessories

o

Reinforced polyethylene

waste bag

Exlractor waste bag of standard
design, made from reinforced

polyethylene foil.

Filter

WIRE TPU-Z hose

This polyurethane antistatic hose
brings excellent parameters in
flexibility and long operating life. The
hose is fitled with a spiral, wire
reinforcement to transfer the static
charge.

Textile waste bag

PVC LIGNUM CLEAR
hose

A standard hose made of transparent
PVC. The hose is hardened with a
plastic spiral reinforcement.

Wasle bag made from impregnaled
textile material, designed for heavy

Rotors

High-quality welded and balanced
rotors for FT 302 — FT 504 extractors.
Aluminium alloy rotors for FT 100 - FT
202 extractors

applications. The bag is fitted with

holders {o ease handling.

Metal clamping strip

Universal clamping strip for fastening
all types of fillers and waste bags. The
adjustable screw mechanism sets the
correctclamp length

A cylindrical filter from nonwoven polyester
material for extractors of standard design, "Ex"-

design type includes antistatic treatment. E

i $
Hose filter with fillration area enhanced through 4 i
hoses sharing one filter. E

V 15 is a paper filter for the retention of wood.

silica, or cement dust.

Sheet metal components

Alarge assortment of components made from galvanized sheet
metal for connecting the machinery to extractors, such as T-or
X-shape fittings, reductions, extraction terminals or piping parts
for the solution of extraction systems, bends, dividers, piping,

reductions, elc.

Dust and sawdust extractors | accessories




FT 100>FT 504 - list of technical data

suction capacity (max.) [m¥h]

inlet diameter [mm]

air flow speed (max.) [m/s]
under-pressure [Pa]
filtering area [m?]

waste bag volume [m?]
waste bag volume [l]
power input [kW]

noise level [dB]

height [mm]

length [mm]

FT 1200 Plast 90 600 26 1000 | 11 0,04 40 230 0,37 72 12 500 400 600

FT 100 100 | 950 | 31 | 1100 | 14 | 01 | 100 (ﬁg) 037 | 75 28 | 1950 | 500 | 840
400

FT 200 125 | 1560 | 35 | 1570 | 14 | 0,4 | 140 | (339) | 11 79 41 | 2200 | 540 | 850
400

FT 200 Ex 125 | 1560 | 35 | 1570 | 14 | 014 | 140 | 530 | 11 | 79 44 | 2200 | 540 | 850

FT 200 P 125 | 1s60 | 35 | 1570 | o | o014 | 140 | 930 | 14 | 70 | 46 | 1600 | 540 | 850
400 , :

FT 202 150 | 1760 | 28 | 1470 | 28 | 028 | 280 | (53q | 1 79 55 | 2200 | 540 | 1350
400

FT 202 Ex 150 | 1760 | 28 | 1470 | 28 | 0,28 | 280 | 1o3q) | U1 79 59 | 2200 | 540 | 1350
400

FT202P 150 | 1760 | 28 | 1470 | 18 | 028 | 280 | (530) | 1. 79 65 | 1600 | 540 | 1350

FT 302 180 | 3600 | 41 | 1740 | 49 | 044 | 440 | 400 | 11 80 70 | 2600 | 740 | 1700

FT 302 Ex 180 | 3600 | 41 | 1740 | 4,9 | 044 | 440 | 400 | 11 80 74 | 2600 | 740 | 1700

FT302H 180 | 3600 | 41 | 1740 | 96 | 044 | 440 | 400 11 80 72 | 2500 | 740 | 1700

FT302ExH | 180 | 3600 | 41 | 1740 | 96 | 044 | 440 | 400 | 1. 80 76 | 2500 | 740 | 1700

..... R T T L PR R

FCURT (SR ISR e e B L Ll o e ettt At bt lod

FT 400 250 | 4600 | 26 | 2400 | 6 066 | 660 | 400 | 22 84 89 | 2700 | 1220 | 1320
FT z;oo Ex 250 | 4600 | 26 | 2400 | 6 066 | 660 | 400 | 22 84 95 | 2700 | 1220 | 1320
EUSUOE s P oo o O Bl PO | B IR e e o
FT4o3 gx : "2_50. 5;90 .34 2250 | 9 : 1 1000 | 400 h 22 84 17 | 2700 750" 3;50 :
FT ;oz 300 | 7900 | 32 ” 1800 | 12 | 066 | 660 | 400 3 84 115 | 2900 | 750 "2ooo
- FT 5-02 éx 300 | 7900 | 32 | 1800 | 12 | 0,66 | 660 | 400 3 84 | 121 | 2900 | 750 zo;o
FT 504 300 | 8700 | 35 | 1800 | 18 | 1,33 | 1330 | 400 3 87 | 164 | 2000 | 750 | 3450

FT 504 Ex 300 | 8700 | 35 | 1800 | 18 | 1,33 | 1330 | 400 3 87 170 | 2900 | 750 | 3450
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Mopik
industry vacuum cleaner

- all-metal, robust design

- suitable for heavy-duty applications in joiner
or industrial environments

- large filtration area

- high performance

Inlet diameter 100 mm
" Suction capecity (max) 1360 m¥h
hrfowspeed(max)  ms
e om
“Wasisbagvolums  ®01
“Powerow . AAKN

BR 100

metal separator

- designed especially for the extraction of waste
material resulting from machining

- easy operation

- easy handling with the waste receptacle

- optional connection for an extractor terminal
for workshop cleaning

- waste receptacle with a capacity of 30 L

Inlet diameter 100 mm
" Suction capacity (max) _ 1010mh
ifowspeed (max) | s2ms
“Hieingarea . 8mt
“Waste bagvolume 801
TRowerimput  AAKW

Dust and sawdust extractors | Mopik, BR 100




